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IMPORTANT NOTICE
We Simply Do It Better

Ÿ Only install the battery pack when Accufix is installed, wired and due to be regularly operated!

Ÿ If the Accufix device is going to be disconnected from mains power > 3 days take out the battery pack! Leaving 
the battery in the device without charging will destroy the batteries and void warranty!

Ÿ If you intend to disconnect Accufix from mainspower for a limited period (max. 30 days!) you can alternatively 
switch off the electronic control system. Proceed as below:
Ÿ  After device has been disconnected from mains power, press (Clock) + (Sun) + (Moon) simultaneously for 

some seconds until the device turns off
Ÿ from now on the enery consumption of the device is very low, but not zero!

Ÿ When the device is re-connected to mains power, it is required to re-program the basic functions time/date (see 
this user‘s manual page 13)

Ÿ IMPORTANT: Simply removing the electronic controller from the inwall part does NOT protect the 
batteries; these will be drained and destroyed.
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WELCOME

This manual is about installation and operation of Accufix battery switch. Read this manual carfefully prior to installing and using
itte lesen Sie unbedingt diese. This manual is part of the Accufix battery switch. Please keep it in a safe case and in the event of
transfering the property to third also hand over this manual.
 

We Simply Do It Better

Accufix, the battery switch by OZRoll has been designed to control and operate roller 
shutters and sun protection. The main focus has been made on safety. Motors 
operated through Accufix can be used even in case of a power blackout. In case of a 
fire and the occasion of an acoustic alarm of a smoke detector shutters will be 
opened automatically to facilitate fire fighting and rescuing of people inside the 
building. E-Fix will fit into a deep flush-mounted inwall box. It is compatible to the 
„smart-home“-system MEDIOLA.

 



SCOPE OF DELIVERY

 1 Controller  

1 adaptor frame and cover frame  

1 Installation box  

1 Battery (with plug-in cable)  

1 back cover for battery housing  

 1 operation manual

We Simply Do It Better

Button „clock“

Button „moon“

Display

Controller

Button „Down“

Button „sun“

Button „UP“

Battery module

Inwall housing

adaptation frame

cover frame 

4



Explanations                       2

Welcome                                 3

Lieferumfang                            4

Contents                                          5

Safety  instruction                                                                  6

Application                                   7

Getting   started                                                                     8

Functions                                9

Dimensions  10

Installation                            11

Elektric wiring 12

Operation instructions 13-16

 Time   and  date                                                                         13 
setting individual  parameters                                                  13 
Timer setting: week option 13 
Timer setting: weekend option 14 
Pairing of Sun/Light sensor 14 
Pairing/cancellation of RF devices                                           15 
Function test Smoke detector 16

First  operation                                                          17-18

Additional fuctions  20-22

Manual operation 23

Pairing/cancellation of RF transmitters 24

Funktion test smoke detector                                               25

Activation/programming of timer 26-31

 26 
 Change of timer setting  27-31

Light  sensor  function                                               32

Sun sensor  function                                                         33-34

Illumination  of  Display                                                          35

Reset                              36

Dismantling/default  setting                                                   33

Technical specification/conformity 38

Warranty                                                 39

5

CONTENTS
We Simply Do It Better We Simply Do It Better

Activate/de-activate timer  



6

SAFETY ADVISE 

Warning: danger of injuries in case of improper use 

We Simply Do It Better

This manual incorporates important 
instructions for installation and safe operation. 
Read this manual carefully prior starting to 
install or use the Accufix battery switch.

Please respect all instructions to guarantee 
your safety.

Faulty installation can cause severe injuries.

WARNING:

For the safety of persons it is utmost important 
to observe this manual in all points. Please 
keep this manual in a safe place.

This device can be operated by children not younger 

than 8 years and by persons with limited physical, 

sensoric or mental skills or lack of experience and 

knowlegde only under supervision or if they have 

been instructed in safe operation of the product and if 

they understand the risks which result from using the 

product. For safety reasons children must not play 

with the battery switch Accufix. Please make sure that 

unintended operation is not possible.
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APPROPRIATE USE
We Simply Do It Better

Appropriate use:

Use Accufix exclusively to connect to and 
operate OZRoll 12V DC motors for roller 
shutters, blinds and venetian blinds. Accufix is 
designed for inwall installation. An suitable 
inwall housing is required.
The connected motor must provide adjustable 
endstop positions.

Conditions of use:

Use Accufix exclusively in dry environment. A 
connection to mains power 230V ~ 50Hz with 
unlocking device (fuse) must be provided. 

Remark: Installation and Operation of Accufix is only 
permitted for shutters where a malfunction may not 
cause any danger to persons or things unless the 
danger of hazard is covered by other security 
devices.

Impropriate use:

Accufix must only be used under conditions as 
described before. Do not install Accufix in outdoor 
conditions.

After publication of this manual OZRoll is not 
responsible for changes in official standards and 
guidelines. Subject to any kind of any technical 
change. 
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SHORT DESCRIPTION
We Simply Do It Better

The controller Accufix is designed to controll roller shutters 
and blinds which are equiped with an OZRoll 12V DC 
motor. Additional safety is provided by the detection of 
alarm signals of smoke detectors: in case of an alarm 
Accufix will automatically open (or close) the shutter.

In case of a power failure the battery will allow to operate 
the shutter without interruption. The system also allows 
automatic functions. The shutter can also be operated 
through the buttons manually.

Accufix can also be connected to other control systems by 
the integrated RF transceiver. It can also be connected to 
the web based SmartHome  system through the MEDIOLA 
gateway.
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FUNKTIONS

Functions:  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

We Simply Do It Better

Ÿ Battery backup, also in case of a power blackout, supported by integrated battery and charging 
circuit

Ÿ Dectection and evaluation of alarm signals of common smoke detectors; shutter will 
automatically move into the dedicated direction

Ÿ installation assistant for easy setup

Ÿ Large, easy to read display with individually programmable illumination

Ÿ Individually adjustable settings for:

§ Max. Amperage detection     <  direction of last movement before battery is flat

§ Auto-reverse          <  direction of movement in case of alarm detechtion

§ Cancel fire status          <  time of power supply

Ÿ Indivdually programmable timer setting for opening and closing the shutters

Ÿ Sun- and lightsensor with RF connection (eSO400) availabe separately

Ÿ Can be operated by buttons any time

Ÿ Automatic change winter/summertime

Ÿ Connects to networks:

§ locally with eUHR eU140

§ internet based through Mediola-Gateway (SmartHome)

Ÿ Can be integrated into most common switch systems by using adaptor frame 50x50mm 
according to DIN 49075
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DIMENSIONS

 Front Back  Front 

Installationsgehäuse

50

50

15 28 65

70

(Maßangaben in mm)

Bedienteil

We Simply Do It Better

Side  view Side  view
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INSTALLATION
We Simply Do It Better

Installation:
Ÿ switch of connection to mains power

Ÿ do electric wiring (see page 12)

Ÿ place all wires into the inwall box

Ÿ Place the inner part of Accufix in the inwall box 
and fix it with the fastners of the fixation clamps

Ÿ put in place the adaptor frames and covering 
frames of your switch system

Ÿ put in place the controller unit by carfefully 
pushing the metal pins into the connector

Ÿ Switch on mains power

Before installation:
Ÿ Installation and wiring of Accufix must only be 

carried out with the attached housing
Ÿ Before connection to the motor the endstop 

settings of the motor must have been made
Ÿ Push the connector of the battery carefully into 

the plug inside the battery housing and place the 
battery safely into the cavity

Ÿ close the housing with the attached lid and push 
until a clicking noise is audible
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ELEKTRIC WIRING

MOTOR
12 V DC
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Wiring of Accufix with a 12V DC motor

We Simply Do It Better

The installation of electric devices can always 
cause severe danger to health and life!

Installation of electric devices must exclusively be 
carried out by authorized personell (electrician). All 
steps of installation must be carried out while 
mains power is off.  For this reason it is required 
that all connections to mains power are safely 
disconnected and secured against unintended 
connection.
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QUICK REFERENCE GUIDE

 

 
 
 

 

Basic settings Time/Date
Press (Clock)-button for 2s: Set time (h,min) and 
date (d/m/y)
(Up)- button: increase value
(DOWN)- button: increase value
(Clock)-button: confirm adjusted value 
(h/min/d/m/y)
Set individual parameters:
Press button (SUN) and (MOON) simultaneoulsy 
for approx. 3 sec: menu 00 is indicated in display
By pressing the CLOCK-button you can select 
other menues. After menu (07) time will be 
indicated in display. Within the menues you can 
set the values by pressing (UP) and (DOWN) 
buttons

We Simply Do It Better

 

Activate/adjust/change automatic timer setting:
Press (UP)- and (DOWN)-button simultaneously: 
Timer is deactivated now. Repeat to activate 
timer. 
setting of times for opening/closing of shutter:
* Week program:
Press (CLOCK)- and (UP)-button simultaneously. 
Time (h,min), the symbol UP and all weekdays 
are indicated
(Up)- button: increase value
(DOWN)- button: increase value
(Clock)-button: confirm adjusted value (h,min) 
buttons

Menu:
00 = adjust endstops of motor (currently deactivated) 04 = Select direction of movement in case of detection of alarm
01 = Set max. Amperage (expert mode)  05 = set display indication in case of detection of max. amperage
02 = Time of Auto-Reverse in case of detection of max.A 06 = Set max. operation time for manual operation
03 = Set direction of last movement before battery drains 07 = allow/prohibit cancelling of fire status in case of alarm
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Setting of „Weekend“-timer
Press (Clock)- and (UP)-button simultaneously
Press (CLOCK)- button for 2 seconds; Display 
will switch to „weekend“-mode
- Firstly set timer Mo-Fr
- then set timer Sat-Sun as above
Change timer for opening/closing:
Press (CLOCK)- and (DOWN)-button 
simultaneously. Symbol DOWN and all weekdays 
are indicated in display.
Continue as shown before (UP)

Setting of Sensor
Light sensor:

Press button (Moon) for 2 sec:
activates/disactivates Light sensor function 
The threshold values for light intensity are set 
within the Sensor eSO400

 

 

 

 

Press (MOON)- and (CLOCK)-button 
simultaneously: The currently measured value is 
stored. Motor will rock to confirm. 

Sun sensor function:
Press (SUN)-button for 2 sec: activates/ 
deactivates the the sun sensor function
The threshold values for light intensity are set 
within the Sensor eSO400

Press (MOON)- and (CLOCK)-button 
simultaneously: The currently measured value is 
stored. Motor will rock to confirm. 

The sensor functions as shown here are 
only available in conjunction with sensor 
eSO400 (not included in the Accufix set) 

QUICK REFERENCE GUIDE
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Pairing of additional RF devices

Press (MOON)- and (UP)-button simultaneously

Display will show „An“
Switch the additional device into „pairing mode“ (see 
separate manual of the device)

The letters „An“ will disappear, motor will rock to 
confirm. Additionally, the RF icon is indicated in the 
display.

Log-out of additional RF device

Press (MOON)- and (UP)-button simultaneously

Display will indicate „Ab“. Switch the additional device 
into „log out“ mode (see separate manual of the 
device).

We Simply Do It Better
The letters „Ab“ will disappear, the motor will rock to 
confirm. Additionally, the RF icon will disappear from 
the display (provided that no other RF device is 
paired)

Error during pairing/log-out procedure:

If „Err“ is indicated in the display during the 
pairing/log-out procedure, the procedure was not 
succesful. 

Repeat the process as
shown before

QUICK REFERENCE GUIDE
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We Simply Do It Better

Function Test of Smoke Detector

Press (Down)- button to move shutter into closed 
position

Press the alarm-button on your 
smoke detector

Accufix will detect the
signal and open the shutter.
The display will indicate „FirE“
for 1 hour. 

Pressing any function button 
will terminate the alarm 
mode. (when Menu 07 = 00 
Aktiv is activated, see page 
22 Menu 07)

QUICK REFERENCE GUIDE
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GETTING STARTED
We Simply Do It Better

 

 

 An installation assistant will guide 
you through the basic setting 
procedures when firstly using the 
device or after a software reset.

Setting time and date
After first power contact the LED 
screen will flash and the time is 
displayed  

To adjust the indicated time 
press button „Clock“ for approx. 2 
sec. The „hour“-digits start to flash

Now select the time (hours) by 
pressing the „Up“- and „Down“-
buttons. Confirm by pressing 
„Clock“-button

 

The „minute“-display will start 
to flash. Like with the hours, the 
indicated value can be influenced 
seperately with the „Up“- and 
„Down“-buttons. 

After confirmation by pressing 
„Clock“-button the seconds will be 
reset to 0 and the clock starts 
running.
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We Simply Do It Better

 

 Accufix will automatically change 
from winter- to summertime. 
However it is necessary that date is 
correctly set.

Press „Clock“ again. When the 
digit for dayflashes adjust with Up“- 
and „Down“-buttons and confirm 
with „clock“. Now set minutes with 
Up“- and „Down“-buttons. 

Presss „Clock“-button. Time is 
indicated and the set-up procedure 
for date and time is completed.

 

GETTING STARTED



Pressing „Up“ and „Down“ 
button will change the values 
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ADDITIONAL MENUE for special settings of the device
We Simply Do It Better

Activate/set additional functions

Press „Sun“- and „Moon“-
button for at least 3 sec 
simultaneously

Menue 00 is indicated in display
 

 

 Pressing the „Clock“ button will 
confirm the selected value and the 
display toggles to the following 
menu.

After confirming the last menu the 
system will switch back to normal 
operation mode.
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Menu 00 - Endstop setting 
(currently not activated)

by pressing „Up“ and „Down“ 
the shutter can be operated without 
the software recognizing the 
endstops. The shutter will move into 
the selected direction until stopped 
manually. Attention: danger of 
hazard!

By pressing any button the 
motor is stopped and the signal is 
switched off.

Value range: --
Default setting --
Example:  00.EP
 

 

 

ADDITIONAL MENUE for special settings of the device
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Menu 01  Max. Amperage
(similar to blocking detection)
Ÿ Adjustment of a value for max. Amperage

Ÿ The value to be selected is Ampere (A)
Value range: 01,02,03,04,05,06,07,08,09,10,
     20,30,40,50
Default setting: 50 = 5A
Example: 01.08 (switch off motor at 0,8A)
 01.30 (switch off motor at 3A)
Menu 02  Reversing time after detection of max. 
Amperage
Ÿ After detection of max. amperage and  motor is 

stopped, a time for reversing the motor in 
opposite direction can be set and (max. 100 ms)

Ÿ The value to be selected is Seconds (s)

Ÿ Value range: 01,02,03,04,05,06,07,08,09,10
Default setting: 01 = 0,1 s
Example: 02.01 (reversing time 0,1s)
Ÿ  02.05 (reversing time 0,5 s)

Menu 03  Direction of last shutter movement 
before battery is empty
Ÿ The direction of the last movement of shutter 

before shut down of battery  can be selected
Ÿ The value to be selected is „Up“ or „Down“
Value range: 00, 01
Default setting: 01 = „Up“
Example: 03.00 (last movement UP)
 03.01 (last movement DOWN)
Menu 04  Direction of shutter movement in case 
of a detected alarm of a smoke detector
Ÿ The direction of movement of the shutter in case 

of a detection of the alarm of a smoke detector 
can be selected

Ÿ The value to be selected is „Up“ or „Down“
Value range: 00, 01
Default setting: 01 = „Up“
Example: 04.00 (movement at alarm „DOWN)
 04.01 (movement at alarm UP)

ADDITIONAL MENUE for special settings of the device
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Menu 05   Display for maximum Amperage
Ÿ This menu allows to select if the word „bloc“ shall 

be indicated in display when motor is switched 
off due to maximum Amperage detection

Ÿ The value to be selected is „activated“ or „not 
activated“ 

Value range: 00,01
Default setting: 01 = „activated“
Example: 05.00 (display „bloc“ activated)
 05.01 (display „bloc“ deactivated)

Menu 06  runtime
Ÿ The runtime (time of power „on“) can be selected 

between 1 and 99 mintues
Ÿ The value to be selected is Minutes (min.)
Value range: 00,01,02,03,04, ...97, 98,99
Default setting: 00 = no runtime limit
Example: 06.00 (no runtime limit)
Ÿ  06.30 (runtime 30 min.)

Menu 07   Fire status
Ÿ This menu defines if after an alarm the „fire“-

status of the system (blocked) can be cancelled 
or not

Ÿ The value to be selected is „activated“ or „not 
activated“ 

Value range: 00,01
Default setting: 01 = „deactivated“
Example: 07.01 (“fire“-status can not be cancelled)
 07.00 (“fire“-status can  be cancelled by 

pressing any button on the device)

ADDITIONAL MENUE for special settings of the device
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MANUAL OPERATION

Manual operation is possible anytime without causing damage

We Simply Do It Better

Lift shutter
 
Briefly press the (Up)-button. 
Shutter will move continuously until 
reaching the preset end position. 

Close shutter
 
Briefly press the (Down)-button. 
Shutter will move continuously until 
reaching the preset end position. 

Stop shutter
 
Briefly press ANY button. Shutter 
will stop.
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PAIRING/LOGOUT of additional RF devices
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 Pairing of RF devices

Press (Moon) -button and (Up)-
button simultaneously. Display will 
„An“. 
Switch the additional device into 
„pairing mode“ (see separate 
manual of the device)
The letters „An“ will disappear, 
motor will rock to confirm that 
devices are connected now.

Additionally, the RF icon is 
indicated in the display.

Log-out of  RF devices

Press (MOON)- and (UP)-button 
simultaneously.
Display will indicate „Ab“. Switch 
the additional device into „log out“ 
mode (see separate manual of the 
device).

The letters „Ab“ will disappear, the 
motor will rock to confirm. 
Additionally, the RF icon will 
disappear from the display 
(provided that no other RF device is 
paired)
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FUNCTION-TEST OF SMOKE DETECTOR EVALUATION
We Simply Do It Better

(provided that the movement in 
case of „alarm“ is set to „UP“, see 
page 21, Menu 4.

Activate the test-alarm on your 
smoke detector

       Accufix will detect the
signal and open the shutter.
The display will indicate „FirE“
for 1 hour. 

Generally, the „alarm“-function upon 
detection of a smoke-detector-
alarm is activated all times. For 
safety reasons it is recommended 
to check this function periodically.

       Press (Down)- button to move 
shutter into closed position

 

 Pressing any function button will 
terminate the alarm mode. (when 
Menu 07 = 00 Aktiv is activated, 
see page 22 Menu 07) 
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ACTIVATE/SET TIMER FUNCTION
We Simply Do It Better

Timer function enabled:
Two arrows „Up“ and „down“ and 
the clock symbol are indicated in 
the display

       Timer function disabled: 
Two arrows „Up“ and „down“ and 
tare indicated in the display. The 
clock symbol is not shown

Activate/preset timer function:

In order to set/change timer 
settings, time and date must have 
been set (see page 17-18)

     Enable/disable timer function: 
Press (Down)- and (Up)- button 
simultaneously to enable/disable  
the timer function

 

 
Timer function:
Automatic operating times can be 
programmend individually 
according to your own 
requirements:

Ÿ Week program - same 
operating times from Monday 
until Sunday
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TIMER FUNCTION SETTING

-
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-

    Week program:
setting timer for „Up“
Press (Clock)- and (Up)- button 
simultaneously. The preset time for 
„Up“ (default setting 08.00h) and 
the arrow „Up“ is indicated in the 
display 

       Firstly set time for „Up“ by 
pressing the „Up“- and „Down“-
buttons

Ÿ Weekend-Program - differing 
operating times on Saturday 
and Sunday.

The default setting is „week 
program“!

Change of timer setting:
To change timer setting is is 
required that time and date are 
already correctly set (see page 17-
18)

      Confirm and save the selected 
value by pressing the (Clock)-
button. Afterwards repeat the same 
procedure to select the minute 
value for „Up“ and 
confirm by pressing 
the (Clock)-button

   

 

    Week program:
setting timer for „Up“
Press (Clock)- and (Up)- button 
simultaneously. The preset time for 
„Up“ (default setting 08.00h) and 
the arrow „Up“ is indicated in the 
display 

       Firstly set time for „Up“ by 
pressing the „Up“- and „Down“-
buttons
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Wochenprogramm - Auf Wochenprogramm - AbWe Simply Do It Better

-

     Press (Clock)- button for 2 
seconds. The display will change to 
weekend program mode.

           
              Firstly the week-  
           days Monday - Friday  
     are shown in the display. By 
   pressing the (Up)- or (Down)-
button the value for „hours“ can 
be selected.

Remark: between indicating 23.00h 
and 00:00h the display will show 
„Aus“ - selecting this value will 
disable the automatic function „Up)

Confirm and save the selected 
value by pressing the (Clock)-
button. Afterwards repeat the same 
procedure to select the minute 
value for „Up“.  

        Change of timer settings: 
        - weekend program

Press (Clock)- and (Up)- button 
simultaneously. The preset 
time for „Up“ (default setting 
08.00h), the arrow „Up“ and 
all weekdays are indicated 
in the display  
(see page 27)

 

 

TIMER FUNCTION SETTING
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The setting of „UP“-timers in 
weekend program mode is now 
completed. The display is leaving 
this menu.

           
     
      Set/change timer for „Down 

in weekend program: 
Press (Clock)- and (Down)- button 
simultaneously. The preset 
time for „Down“ (default setting 

 confirm the minute value by 
pressing the (Clock)-button. Display 
will now indicate the days „Sa“ 
(Saturday) and „So“ (Sunday).

      Now set the opening times for 
the weekend as shown before; start 
with hours, then minutes and 
confirm with „Clock“-button.   
 

20.00h), the arrow „Down“ and 
all weekdays are indicated 
in the display.
By  pressing the (Up)- or (Down)-
button the value for „hours“ can 
be selected. Confirm and save the 
selected value by pressing the 
(Clock)-button. Afterwards repeat 
the same procedure to select the 
minute value for „Down“ and 

 
 

TIMER FUNCTION SETTING
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Wochenprogramm - Auf Wochenprogramm - AbWe Simply Do It Better

29

       Press (Clock)- button for 2 
seconds. The diplay will change to 
weekend program mode. 

Firstly the weekdays Monday -    
   Fridayare shown in the 
     display. By pressing the 
       (Up)- or (Down)- button the 
       value for „hours“ can 

              be selected.

 confirm the minute value by 
pressing the (Clock)-button. 

      Set/change time and mode for 
„down“ - weekend mode:
Press (Clock)- and (Down)-button 
simultaneously. The preset time 
for „Down“ (default setting 
20:00h), the arrow „Down“ 
and all weekdays are 
indicated in the display  

Remark: between indicating 23.00h 
and 00:00h the display will show 
„Aus“ - selecting this value will 
disable the automatic function 
„“Down“.

Confirm and save the selected 
value by pressing the (Clock)-
button. Afterwards repeat the same 
procedure to select the minute 
value for „Down“.  

 

 

TIMER FUNCTION SETTING
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         Now set the „Down“ time for 
the weekend as shown before; start 
with hours, then minutes and 
confirm with „Clock“-button.   

The setting of „Down“-timers in 
weekend program mode is now 
completed. The display is leaving 
this menu.

           
           

        Confirm the minute value by 
pressing the (Clock)-button. Display 
will now indicate the days „Sa“ 
(Saturday) and „So“ (Sunday).

      
 

 

TIMER FUNCTION SETTING
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LIGHT SENSOR FUNCTIONS
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Light sensor (dawn mode)
this function is for closing 
shutters in the evening at 
dawn. It will completely close 
the shutter (only in conjunction with 
RF light sensor eSO400, not 
included; see page 14)

The shutter will be re-opend by the 
timer at the next programmed 
opening time or by manual 
operation.

       The dawn mode can be 
disabled by pressing the (Moon)-
button for 2 seconds. The „Moon“-
icon will disappear. By pressing the 
(Moon)-button again for 2 seconds 
the dawn mode is reactivated.

      
 

        Setting of threshold values for 
dawn mode:
Activate the RF-SD-Sensor in order 
to determinate the current light 
intensity (see manual eSO400).
Press (Moon)- and (Clock)-button 
simultaneously.   

The current light intensity is stored, 
the motor confirms by briefly 
rocking. 

           
29

When the dawn function is enabled, 
the timer-function „down“ is 
permanently disabled. 

However, you can re-activate the 
automatic „Down“-function manually 
(see page 25/26) 
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      Please observe the „sun“-icon in 
the display of Accufix. When the 
sun sensor function is activated the 
„sun“ icon is visible. Once the 
sunlight intensity exceeds the 
threshold value the icon will flash.

We Simply Do It Better

 

 Enable/disable Sun sensor 
function
      The sun sensor function is 
disabled by pressing the (Sun)-
button for 2 seconds. The icon 
„Sun“ disappears from the display. 
By pressing the (Sun)-button again 
for 2 seconds the dawn mode is 
reactivated.
When the RF-SD-Sensor is not 
paired this function is generally 
disabled
      Setting of threshold values for 
sun sensor mode:
Activate the RF-SD-Sensor in order 
to determinate the current light 
intensity (see manual eSO400).
Press (Sun)- and (Clock)-button 
simultaneously.   The current light 
intensity is stored, the motor 
confirms by briefly rocking. 

 

 

Function of Sun sensor:
This function will lower the curtain 
when the selected threshold value 
(sunshine intensity) is exceeded.

Installation of sensor:
the position of the sensor on the 
window screen can be selected 
according to your requirements.

 
           

TIMER FUNCTION SETTING
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29

 

If sun intensity is still above the 
threshold value, the shutter will 
remain in this position. When the 
intensity becomes lower than the 
threshold value, the shutter will be 
lifted to the upper end position. 

Note: depending on variable 
weather conditions the indicated 
time periods may be gone below.

 

Automatic lowering of shutter:
     This function will lower the 
curtain when the selected threshold 
value (sunshine intensity) is 
exceeded. It will stop automatically 
when the sensor is shaded.

Automatic uncovering of sensor:
     After approx. 20 minutes the 
shutter will lift slightly to uncover the 
sensor to allow new measurements.

The automatic control function of 
the sun sensor mode will be 
terminated and, if required, 
automatically restarted after the 
following actions:

Ÿ after a manual operation of the 
shutter

Ÿ after an automatic operation of 
the shutter

Ÿ after reaching the upper end 
position of the curtain

TIMER FUNCTION SETTING
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ILLUMINATION OF DISPLAY
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The display illumination is activated 
for 15 seconds at the occasion of 
each manual operation. If no further 
command is given throughout this 
period, the illumination will fade out 
within 5 seconds.

 
           
           

Illumination of Display
The display provides an optional 
background illumination to improve 
readability. 

Default setting is „dimmed mode“
     

 
           

By pressing the buttons (Sun) and 
(Moon) simultaneously and then 
additionally the (Up)-button the 
illumination mode can be selected 
as follows:

Ÿ no illumination
Ÿ permanent illumination
Ÿ “dimmed mode“ 
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RESET
We Simply Do It Better

Reset to factory setting:

Software reset:
Press (Up)-, (Down)- and (Clock)-button simultaneously 
until all graphik symbols in the display are shown at once.

All connected RF devices are logged off. The device is 
resetted to factory setting.
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DISMANTLING/FACTORY SETTING

Individual Menues
Menu   00 = Endstop setting keine
 01 = Max. Amperage power cut off 50 = 5A
 02 = Reversing time 01 = 0,1 s
 03 = Last movement at empty battery 01 = UP
 04 = Movement in case of alarm                       01 = UP

Menü 05 = Display of Power cut off at   
   max. Amperage 01 = enabled
 06 = max. runtime  
   UP-command:  00 = disabled
 07 = Fire-status:  01 = disabled

We Simply Do It Better
IMPORTANT NOTICE: Danger to health and life also 
during dismantling of ACCUFIX!
Ÿ switch of connection to mains power

Ÿ make sure that all connections to mains power are 
safely disconnected and secured against unintended 
connection.

Ÿ Pull of the controller part from the installation housing

Ÿ Take off the adaptor frames

Ÿ Loosen the fastners of the fixation clamps and take out 
the inner part of ACCUFIX from the inwall box.

Ÿ Disconnect the cable

Ÿ secure the cables or install replacement device

Factory setting

(after first installation or after Software-reset)

Time/Date:  12:00 h   01.01.2017

Display illumination: on, dimmed mode
Automatic change
summer/winter: on, when date/time set

Timer function: enabled, week function

  „Up“-time: 08.00h

  „Down“-time: 20.00h
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TECHNICAL DATA/CONFORMITY

Conformity 
Accufix fulfils the requirements of European and 
national Guidelines

Low voltage directive
2006/95/EG
EMC-directive
2014/30/EU
RED-directive
2014/53/EU

OZRoll Europe PTY LTD
Am Hahnenbusch 9
D - 55268 Nieder-Olm

Incoming currency: 230 V ~  50 Hz
max. switching capacity: 75 W
Stand-by-power consumption: ≤ 0,4 W
Frequency:  868,3 MHz
Transmitting power: max. 10 mW
Range - in buildings 15 – 20 m, depending on  
  fabric of building
 - in free field max. 200 m

Number of transmitters/sensors: 50 / 1
Cable connectors:                    Screw terminals 
  (0,1 mm2 – 3,31 mm2)

Temperature range: + 4 °C bis + 40 °C
Protection class:  II (nur für trockene Räume)
Protection type:  IP20

Dimension controller 50 x 50 x 15 mm  (LxWxH) 
Dimension built in housing: 57 x 57 x 61 mm  (LxWxH)
Frequency for alarm signal: 2,5 kHz to 4,0 kHz

We Simply Do It Better

Conformity has been proved. According 
documentation is deposed at the manufaturer:
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WARRANTY
We Simply Do It Better

OZRoll Europe grants a warranty of 24 months 

for new products. This warranty includes all 

significant shortages of the product which are 

evidently caused by faulty materials or faulty 

manufacturing.

Within this warranty period OZRoll will correct 

any failure by repairing, replacing parts or 

replacing the entire device at our choice. 
By repairing or replacing parts or the entire 

device no prolongation of the original warranty 

period is initiated.

Not included in this warranty is:

Ÿ faulty storage, installation or wiring

Ÿ inobservance of this manual

Ÿ incorrect operation and usage

Ÿ mechanical influences like rocking, beating or 
weather influence

Ÿ Repairs through not authorized personell

Ÿ Damage by overvoltage, i.e. lightning 

Ÿ Radiointerference and other disturbances of 
radio communication

Ÿ Damage to batteries caused by deep 
discharge

Do not dispose 

in household refuse
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